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401000 

  

 

 Standard 
Broadloom 

w/Foam 

Broadloom 

w/Felt 

 Type of manufacture ISO 2424 Woven  Woven 

 Structure ISO 2424 Loop pile  Loop pile 

 Pile material ISO 2424 100% PP 100% PP 

 Dye method  Solution dyed  Solution dyed 

 Primary backing ISO 2424 PP/PET  PP/PET 

 Secondary backing ISO 2424 Foam Felt 

o  Dimensions/Width ISO 3018 Approx. 400 cm Approx. 400 cm 

 Effective pile thickness  Approx. 2.50 mm  Approx. 2.50 mm 

#  Total thickness  Approx. 6.00 mm  Approx. 5.50 mm 

 
Total pile mass ISO 2424 Approx. 525 g/m2  Approx. 525 g/m2 

% Total mass ISO 8543 Approx. 2,250 g/m2  Approx. 1,950 g/m2 

 
Stitch rate ISO 1763 Approx. 64,000/m2  Approx. 64,000/m2 

b  Antistatic ISO 6356 ≤ 2 kV  ≤ 2 kV 

1  Classification for use EN 1307 22 Domestic - Normal use 22 Domestic - Normal use 

L  Luxury rating class EN 1307 LC1  LC1 

p  Impact sound reduction  Approx. ΔLw 25 dB  Approx. ΔLw 24 dB 

7  Thermal resistance  Approx. 0.14 m2 K/W  Approx. 0.11 m2 K/W 

V  Fireclass 
EN 9239-1 

EN 13501-1 
Efl – s1  Efl – s1 

 IAC EN 16516 Compliant Compliant 

 REACH Regulation EC 1907/2006 Compliant Compliant 

 POPS Regulation EC 2019/1021 Compliant Compliant 
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As we continuously improve our products and testing procedures, any above declaration is subject to amendments without prior notice. 

For the latest technical specifications, installation and maintenance guide visit: 

www.fletcocarpets.com 


